x@ C6500 SERIES Omm pitch wire to wire connector

-

Specifications

Current rating: 7AAC,DC

Voltage rating: 250V AC,DC
Temperature range: -25°C ~ +85°C
Contact resistance: 10mQ Max.
Insulation resistance: 1000MQ Min.
Withstanding voltage: 1500V AC/minute
*Contact H.R for details*

Standards
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-R=Right type


Administrator
附注
“Administrator”设置的“None”

Administrator
附注
“Administrator”设置的“MigrationNone”

Administrator
附注
“Administrator”设置的“Unmarked”

Administrator
附注
“Administrator”设置的“None”

Administrator
附注
“Administrator”设置的“MigrationNone”

Administrator
附注
“Administrator”设置的“Unmarked”

Administrator
附注
“Administrator”设置的“None”

Administrator
附注
“Administrator”设置的“MigrationNone”

Administrator
附注
“Administrator”设置的“Unmarked”

Administrator
附注
“Administrator”设置的“None”

Administrator
附注
“Administrator”设置的“MigrationNone”

Administrator
附注
“Administrator”设置的“Unmarked”


C6500 SERIES 00-5.00mm pitch wire to wire connector
‘\_— 6.00-5.00mm pitch Crimp Terminal

Reference Informations:
*Used in H.R C6500HF or C6501HF series Housing
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Ordering Information & Specifications: Unit:mm

Part No. Wire Range Insulation O.D. Material Finish Qty/reel
C6500F-TPE | AWGH#18-#22 3.10mm(max) Phosphor Bronze Tin-plated 4,000pcs
Note:E-Stamping before Tin-plated

_—6.00-5.00mm pitch Crimp Terminal

Reference Informations:
*Used in H.R C6500HM series Housing
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Ordering Information & Specifications: Unit:mm
Part No. Wire Range Insulation O.D. Material Finish Qty/reel
C6500M-TBE | AWG#18-#22 | 3.10mm(max) Brass Tin-plated 4,000pcs

Note:E-Stamping before Tin-plated
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C6500 SERIES 00mm pitch wire to wire connector

Reference Informations:

*Material: Nylon 66,UL94V-2
*Suitable H.R C6500F series Terminal
*Mates with H.R C6500HM,C6501HM or C6502HM series Housing
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_—6.00—5.00mm pitch Housing

Reference Informations:

*Material: Nylon 66,UL94V-0
*Suitable H.R C6500M series Terminal
*Mates with H.R C6500HF or C6501HF series Housing
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